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1) CW-INCREMENT PARAMETER 




3) CCW-DECREMENT PARAMETER 
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FIG. 3 
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9) CCW-DECREMENT 



FIG. 4 



400 



FOSTER ET AL. 
CM05543H 



414 



ENABLE PARAMETER OF PREDETERMINED 
RANGE OVER ROTARY SWITCH RANGE 



DETERMINE COARSE STEP SIZE 



TURN SWITCH CW TO INCREMENT 
PARAMETER IN COARSE STEPS 



OVERSHOOT PARAMETER BY 
1 POSITION (COARSE STEP) 



TURN SWITCH CCW TO UPDATE COARSE SIZE 
AND DECREMENT THE PARAMETER IN COARSE STEPS 



USABLE SWITCH POSITION = DISTANCE FROM 
CURRENT SWITCH POSITION TO THE 
BUMP STOP IN DESIRED DIRECTION 
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UPDATE COARSE STEP SIZE= 
ICURRENT PARAMETER VALUE-PREVIOUS PARAMETER VALUE| 

# OF USABLE SWITCH POSITIONS 
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OVERSHOOT PARAMETER BY 
(COARSE STEP) 



n 



TURN SWITCH CW TO UPDATE STEP SIZE 
AND INCREMENT THE PARAMETER IN COARSE STEPS 
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CONTINUE CW, CCW ROTATION 
UNTIL STEP SIZE < 1 
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FIG. 5 



